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AUTOMATIC WATER COOLING
AWC1 CABINET & WALL MOUNTED 
AWC2 CONSOLE MOUNTED 
FOR ALL DIRECT STEAM FLOOR MODEL KETTLES & MIXER KETTLES
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Standard Features
• Automatically injects cold water into the steam jacket, slowing

down the cooking process.

• All exterior surfaces are type 304 Stainless Steel

• 115 Volt, 60 Cycle, 1 Phase standard. 220 Volt, 60 cycle, 1 Phase
optional. Cord and Plug supplied by others.

• All connections are a 3⁄4˝ NPT. 

• Standard with six 9⁄32˝ holes for wall mounting.

• Internal Components contain: 

(1) 3⁄4˝ Steam Solenoid Valve,

(3) 3⁄4˝ Water Solenoid Valves,

(1) 3⁄4˝ Check Valve, 

(1) 220/115V Transformer (220 volt optional) 

(1) On/Off Switch.

Options & Accessories
* For Console Mounted Models AWC2:

• Requires Console Mounting Option (CM)

• Available only on KDL floor model kettles and MKDL mixer
kettles.

Models
WALL OR STAND MOUNTED MODELS:

• MODEL AWC1

CONSOLE MOUNTED MODELS:*
• MODEL AWC2

Short Form Specifications
Shall be CLEVELAND,  Model AWC ____
Automatic Water Cooling; 115 Volt, 60 Cycle, 1
Phase; All exterior surfaces are type 304
Stainless Steel. Internal Components contain: 
(1) 3⁄4˝ Steam Solenoid Valve, (3) 3⁄4˝ Water
Solenoid Valves, (1) 3⁄4˝ Check Valve, (1)
220/115V Transformer (220 volt optional) and
(1) On/Off Switch. 
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NOTES:
Cleveland Range reserves right of design improvement or modification, as warranted.
Many regional, state and local codes exist and it is the responsibility of the owner and installer to comply with the codes.
Installation of backflow preventers, vacuum breakers and other specific coder requirements is the responsibility of the owner and installer.
Cleveland Range equipment is built to comply with applicable standards for manufacturers. Included among those approval agencies are U.L., A.G.A., NSF, ASME/N.Bd., CSA, CGA, ETL and others.
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(NOT TO SCALE)
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NOTE:

• See EXTERNAL
PLUMBING
COMPONENTS 
(page 5) for utility
connections.
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