
Choose
your model:

MMP 190 V.V. 
Combi

MMP 240 V.V. 
Combi

CMP 250 Combi

Power 270 W 290 W 310 W

Voltage Single Phase - 120 V Single Phase - 120 V Single Phase - 120 V

Speed 2000 to 12500 rpm (mixer 
attachment)
350 to 1560 rpm (whisk 
attachment)

2000 to 12500 rpm (mixer 
attachment)
350 to 1560 rpm (whisk 
attachment)

2300 to 10000 rpm (mixer 
attachment)
from 500 to 1800 rpm (whisk 
attachment)

Blade, bell and shaft 8" length 10" length 10" length

Wisk 7" length 7" length 8" length

Detachable 
stainless steel blade
Detachable bell
Detachable tube
Metal wisk box
Dimensions 20 1/5" × 3" 20 1/5" × 3" 29 15/16" - 3 9/16"

Weight 7 lbs 7 lbs 13 lbs

Accessories Aeromix stainless steel - Included
Wall support - Included

Aeromix stainless steel - Included
Wall support - Included

Wall support - Included

MMP 190 V.V. Combi $ MMP 240 V.V. Combi $ CMP 250 Combi $

MMP190COMBI - 120V/60/1 MMP240COMBI - 120V/60/1  CMP250COMBI - 120V/60/1  

MMP 190 V.V. 
Combi

MMP 240 V.V. 
Combi CMP 250 Combi

Options Ref. $ Ref. $ Ref. $

Whisk Attachment  27334  27334 - -

Whisk Assembly - - - -  89649 

Wall rack - - - -  89630 

Choose
your options:

Wall support

Wall support

Wall support
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