
TRAULSEN
4401 BLUE MOUND RD.	 FT. WORTH, TX 76106
PHONE 1 (800) 825-8220	 FAX-MKTG. 1 (817) 624-4302
Website: www.traulsen.com

Please refer to the below chart in order to obtain the crated dimensions, gross weight and net weight 
for any of the products listed in this catalog.  For remote weights please deduct 40 lbs. from any figure 
shown.

Shipping Dimensions & Product Weights

	 Crated	 Crated	 Crated	 Crated   	 R-Series   	 R-Series	 A-Series	 A-Series	
  Model No.	 Length       Depth	 Height	 Volume	 Gross Wgt.	 Net Wgt.	 Gross Wgt.	 Net Wgt.
  R/AHT132WUT	 35	 43	 83-1/2	 71	 470 (231 kg)	 380 (172 kg)	 420 (191 kg) 	 330 (150 kg)
  R/AHT232WUT	 63	 43	 83-1/2	 131	 770 (349 kg)	 630 (286 kg)	 690 (313 kg) 	 550 (249 kg)
  R/AHT332WUT	 91	 43	 83-1/2	 189	 1060 (481 kg)	 880 (399 kg)	 940 (426 kg) 	 760 (345 kg)
  R/AHT132WPUT	 35	 43	 83-1/2	 71	 495 (225 kg)	 405 (184 kg)	 445 (202 kg)	 355 (161 kg)
  R/AHT232WPUT	 63	 43	 83-1/2	 131	 825 (374 kg)	 685 (311 kg)	 745 (338 kg)	 605 (274 kg)
  R/AHT332WPUT	 91	 43	 83-1/2	 189	 1145 (519 kg)	 965 (438 kg)	 1025 (465 kg)	 845 (383 kg)
  R/AHT132NUT	 35	 43	 83-1/2	 71	 420 (189 kg)	 330 (149 kg)	 370 (167 kg)	 280 (126 kg)
  R/AHT232NUT	 63	 43	 83-1/2	 131	 700 (318 kg)	 560 (254 kg)	 625 (283 kg)	 485 (220 kg)
  R/AHT332NUT	 91	 43	 83-1/2	 189	 965 (438 kg)	 785 (356 kg)	 865 (392 kg)	 685 (311 kg)
  R/AHT232NPUT	 63	 43	 83-1/2	 131	 780 (345 kg)	 640 (290 kg)	 705 (320 kg)	 565 (256 kg)
  R/AHT332NPUT	 91	 43	 83-1/2	 189	 1070 (485 kg)	 890 (404 kg)	 970 (440 kg)	 790 (358 kg)
  R/AHT126WUT	 35	 43	 83-1/2	 71	 435 (197 kg)	 345 (156 kg)	 395 (179 kg)	 305 (138 kg)
  R/AHT226WUT	 63	 43	 83-1/2	 131	 690 (313 kg)	 550 (249 kg)	 620 (281 kg)	 480 (218 kg)
  R/AHT126WPUT	 35	 43	 83-1/2	 71	 460 (208 kg)	 370 (168 kg)	 420 (190 kg)	 330 (150 kg)
  R/AHT226WPUT	 63	 43	 83-1/2	 131	 740 (336 kg)	 600 (272 kg)	 670 (304 kg)	 530 (240 kg)
  R/AHT132DUT	 35	 43	 83-1/2	 71	 420 (191 kg)	 330 (150 kg)	 380 (172 kg)	 290 (132 kg)
  R/AHT232DUT	 35	 43	 83-1/2	 71	 642 (291 kg)	 574 (260 kg)	 573 (260 kg)	 446 (202 kg)
  R/ALT132WUT	 35	 43	 83-1/2	 71	 505 (229 kg)	 415 (188 kg)	 455 (206 kg)	 365 (166 kg)	
  R/ALT232WUT	 63	 43	 83-1/2	 131	 845 (383 kg) 	 705 (320 kg)	 765 (347 kg)	 625 (283 kg)	
  R/ALT332WUT	 91	 43	 83-1/2	 189	 1120 (508 kg)	 940 (426 kg)	 1000 (454 kg)	 820 (372 kg)	
  R/ALT132NUT	 35	 43	 83-1/2	 71	 455 (205 kg)	 365 (164 kg)	 405 (182 kg)	 315 (142 kg)
  R/ALT232NUT	 63	 43	 83-1/2	 131	 805 (365 kg)	 655 (297 kg)	 730 (331 kg)	 600 (272 kg)	
  R/ALT332NUT	 91	 43	 83-1/2	 189	 1050 (476 kg)	 870 (395 kg)	 950 (431 kg)	 770 (349 kg)
  R/ALT126WUT	 35	 43	 83-1/2	 71	 465 (211 kg)	 375 (170 kg)	 425 (193 kg)	 335 (152 kg)
  R/ALT226WUT	 63	 43	 83-1/2	 131	 795 (360 kg)	 655 (297 kg)	 725 (329 kg)	 585 (265 kg)
  R/ALT132DUT	 35	 43	 83-1/2	 71	 450 (204 kg)	 360 (163 kg)	 410 (186 kg)	 320 (145 kg)
  R/ALT232DUT	 63	 43	 83-1/2	 131	 747 (339 kg)	 619 (280 kg)	 678 (308 kg)	 560 (254 kg)
  R/ADT132WUT	 35	 43	 83-1/2	 71	 545 (247 kg)	 455 (206 kg)	 495 (225 kg)	 405 (184 kg)
  R/ADT232WUT	 63	 43	 83-1/2	 131	 845 (383 kg) 	 705 (320 kg)	 765 (347 kg)	 625 (283 kg)	
  R/ADT332WUT	 91	 43	 83-1/2	 189	 1140 (517 kg)	 1030 (467 kg)	 1010 (458 kg)	 900 (408 kg)
  R/ADT132WPUT	 35	 43	 83-1/2	 71	 545 (247 kg)	 455 (206 kg)	 495 (225 kg)	 405 (184 kg)
  R/ADT232WPUT	 63	 43	 83-1/2	 131	 845 (383 kg) 	 705 (320 kg)	 765 (347 kg)	 625 (283 kg)	
  R/ADT332WPUT	 91	 43	 83-1/2	 189	 1140 (517 kg)	 1030 (467 kg)	 1010 (458 kg)	 900 (408 kg)	
  R/ADT232NUT	 63	 43	 83-1/2	 131	 805 (365 kg)	 655 (297 kg)	 730 (331 kg)	 600 (272 kg)	
  R/ADT332NUT	 91	 43	 83-1/2	 189	 1050 (476 kg)	 870 (395 kg)	 950 (431 kg)	 770 (349 kg)	
  R/ADT232NPUT	 63	 43	 83-1/2	 131	 805 (365 kg)	 655 (297 kg)	 730 (331 kg)	 600 (272 kg)	
  R/ADT332NPUT	 91	 43	 83-1/2	 189	 1050 (476 kg)	 870 (395 kg)	 950 (431 kg)	 770 (349 kg)	
  R/ADT132DUT	 35	 43	 83-1/2	 71	 545 (247 kg)	 455 (206 kg)	 495 (225 kg)	 405 (184 kg)
  R/ADT232DUT	 63	 43	 83-1/2	 131	 805 (365 kg)	 655 (297 kg)	 730 (331 kg)	 600 (272 kg)	
  R/ADH132WUT	 35	 43	 83-1/2	 71	 380 (172 kg)	 330 (150 kg)	 380 (172 kg)	 330 (150 kg)	
  R/ADT232WUT	 63	 43	 83-1/2	 131	 630 (286 kg)	 550 (249 kg)	 630 (286 kg)	 550 (249 kg)
  R/ADH132WPUT	 35	 43	 83-1/2	 71	 405 (184 kg)	 355 (161 kg)	 405 (184 kg)	 355 (161 kg)
  R/ADT232WPUT	 63	 43	 83-1/2	 131	 685 (311 kg)	 605 (274 kg)	 685 (311 kg)	 605 (274 kg)	
  RHT232WUT-FSL/HSL	 63	 43	 83-1/2	 131	 700 (318 kg)	 560 (254 kg)	 770 (349 kg)	 630 (286 kg)
  RHT232WPUT-FSL/HSL	 63	 43	 83-1/2	 131	 700 (318 kg)	 560 (254 kg)	 770 (349 kg)	 630 (286 kg)
  R/ACV132WUT	 35	 43	 83-1/2	 71	 470 (213 kg)	 380 (182 kg)	 420 (191 kg)	 330 (150 kg)
  R/ACV232WUT	 63	 43	 83-1/2	 131	 770 (349 kg)	 630 (286 kg)	 690 (313 kg)	 550 (249 kg)



TRAULSEN 
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Continued product development may necessitate specification changes without notice. 
Part No. TR35875 (revised 1/13)

Shipping Dimensions & Product Weights

NOTES:
1)	 Crated weight and dimension figures apply to both full and half height doors, and solid and glass door models.

	 Crated	 Crated	 Crated	 Crated   	 R-Series   	 R-Series	 A-Series	 A-Series	
  Model No.	 Length       Depth	 Height	 Volume	 Gross Wgt.	 Net Wgt.	 Gross Wgt.	 Net Wgt.
  R/ARI132LUT	 41	 44	 92-1/2	 95	 545 (247 kg)	 435 (197 kg)	 475 (215 kg)	 365 (166 kg)
  R/ARI232LUT	 73	 44	 92-1/2	 168	 865 (392 kg)	 700 (318 kg)	 765 (347 kg)	 600 (272 kg)
  R/ARI332LUT	 106	 44	 92-1/2	 250	 1230 (558 kg)	 980 (445 kg)	 1090 (494 kg)	 840 (381 kg)
  R/ARI132LPUT	 41	 44	 92-1/2	 95	 600 (272 kg)	 490 (222 kg)	 525 (238 kg)	 415 (188 kg)
  R/ARI232LPUT	 73	 44	 92-1/2	 168	 940 (426 kg)	 775 (352 kg)	 835 (379 kg)	 670 (304 kg)
  R/ARI332LPUT	 106	 44	 92-1/2	 250	 1300 (590 kg) 	 1050 (476 kg)	 1165 (528 kg)	 915 (415 kg)
  R/AIF132LUT	 41	 44	 92-1/2	 95	 635 (288 kg)	 525 (238 kg)	 565 (256 kg)	 475 (215 kg)
  R/AIF232LUT	 73	 44	 92-1/2	 168	 985 (447 kg)	 820 (372 kg)	 885 (401 kg)	 720 (327 kg)
  R/AIF332LUT	 106	 44	 92-1/2	 250	 1380 (626 kg)	 1130 (513 kg)	 1240 (562 kg)	 1090 (562 kg)
  R/ARI132HUT	 41	 44	 93-3/4	 114	 590 (268 kg)	 480 (218 kg)	 520 (236 kg)	 410 (186 kg)
  R/ARI232HUT	 73	 44	 93-3/4	 172	 950 (431 kg)	 785 (356 kg)	 850 (386 kg)	 685 (311 kg)
  R/ARI332HUT	 106	 44	 93-3/4	 250	 1325 (601 kg)	 1075 (488 kg)	 1250 567 kg)	 1000 (454 kg)
  R/AIF132HUT	 41	 44	 93-3/4	 114	 590 (268 kg)	 480 (218 kg)	 520 (236 kg)	 410 (186 kg)
  R/AIF232HUT	 73	 44	 93-3/4	 172	 950 (431 kg)	 785 (356 kg)	 850 (386 kg)	 685 (311 kg)
  R/AHF132W	 35	 43	 83-1/2	 71	 410 (186 kg)	 320 (145 kg)	 360 (163 kg)	 270 (163 kg)
  R/AHF232W	 63	 43	 83-1/2	 131	 670 (304 kg)	 530 (240 kg)	 590 (268 KG)	 450 (204 KG)
  R/AHF332W	 91	 43	 83-1/2	 189	 700 (318 kg)	 560 (254 kg)	 770 (349 kg)	 630 (286 kg)
  R/AHF132WP	 35	 43	 83-1/2	 71	 435 (197 KG)	 345 (156 KG)	 385 (175 KG)	 295 (134 KG)
  R/AHF232WP	 63	 43	 83-1/2	 131	 725 (329 KG)	 585 (265 KG)	 645 (293 KG)	 505 (229 KG)
  R/AHF332WP	 91	 43	 83-1/2	 189	 1140 (517 kg)	 1030 (467 kg)	 1010 (458 kg)	 900 (408 kg)	
  R/AIH132L	 41	 44	 92-1/2	 95	 460 (209 KG)	 350 (159 KG)	 390 (177 KG)	 280 (127 KG)
  R/AIH232L	 73	 44	 92-1/2	 168	 745 (338 KG)	 580 (263 KG)	 645 (293 KG)	 480 (218 KG)
  R/AIH332L	 106	 44	 92-1/2	 250	 410 (186 kg)	 350 (159 kg)	 370 (167 kg)	 280 (126 kg)
  R/AIH132LP	 41	 44	 92-1/2	 95	 485 (220 KG)	 375 (170 KG)	 435 (197 KG)	 325 (147 KG)
  R/AIH232LP	 73	 44	 92-1/2	 168	 795 (360 KG)	 630 (285 KG)	 705 (320 KG)	 540 (245 KG)
  R/AIH332LP	 106	 44	 92-1/2	 250	 1325 (601 kg)	 1075 (488 KG)	 1250 (567 kg)	 1000 (454 kg)
  TU044HT	 46-1/2	 40	 37	 40	 410 (186 kg)	 350 (159 kg)	 n/a	 n/a
  TU072HT	 74-1/2	 40	 37	 62	 460 (209 kg)	 400 (181 kg)	 n/a	 n/a
  TU100HT	 102-1/2	 40	 37	 84	 510 (231 kg)	 450 (204 kg)	 n/a	 n/a
  TE036HT	 48-1/2	 37-7/8	 31-5/8	 32	 370 (167 kg)	 280 (126 kg)	 n/a	 n/a
  TE048HT	 52-3/4	 37-7/8	 31-5/8	 37	 400 (181 kg)	 335 (152 kg)	 n/a	 n/a
  TE060HT	 64-1/2	 37-7/8	 31-5/8	 44	 410 (186 kg)	 350 (159 kg)	 n/a	 n/a
  TE065HT	 68	 37-7/8	 31-5/8	 49	 410 (186 kg)	 350 (159 kg)	 n/a	 n/a
  TE072HT	 76-3/4	 37-7/8	 31-5/8	 53	 440 (200 kg)	 380 (172 kg)	 n/a	 n/a
  TE084HT	 88	 37-7/8	 31-5/8	 66	 460 (209 kg)	 400 (181 kg)	 n/a	 n/a
  TE096HT	 99-7/8	 37-7/8	 31-5/8	 70	 475 (215 kg)	 415 (188 kg)	 n/a	 n/a
  TE110HT	 114-1/2	 37-7/8	 31-5/8	 82	 545 (247 kg)	 435 (197 kg)	 n/a	 n/a
  TBC5	 73-1/2	 38	 34	 55	 585 (265 kg)	 525 (238 kg)	 n/a	 n/a
  TBC13	 42	 46	 82	 73	 763 (346 kg)	 682 (309 kg)	 n/a	 n/a
  TBC1H	 53	 45	 92	 127	 830 (376 kg)	 720 (327 kg)	 n/a	 n/a
  TS048HT	 66	 42	 56	 90	 569 (258 kg)	 509 (230 kg)	 n/a	 n/a
  TS066HT	 84	 42	 56	 114	 731 (331 kg)	 671 (304 kg)	 n/a	 n/a
  TS072HT	 84	 42	 56	 114	 776 (351 kg)	 716 (324 kg)	 n/a	 n/a
  TS090HT	 112	 42	 56	 152	 841 (381 kg)	 781 (354 kg)	 n/a	 n/a


